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Nonadiabatic Spin Transfer Torque in High Anisotropy Magnetic Nanowires
with Narrow Domain Walls
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Current induced domain wall (DW) depinning of a narrow DW in out of plane magnetized (Pt/Co);/Pt
multilayer elements is studied by magnetotransport. We find that for conventional measurements Joule
heating effects conceal the real spin torque efficiency and so we use a measurement scheme at a constant
sample temperature to unambiguously extract the spin torque contribution. From the variation of the
depinning magnetic field with the current pulse amplitude we directly deduce the large nonadiabaticity
factor in this material and we find that its amplitude is consistent with a momentum transfer mechanism.
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The recent discovery that a spin-polarized current can
displace a domain wall (DW) through the spin transfer
from conduction electrons to the local magnetization [1]
has opened up an alternative approach to manipulate mag-
netization. Current induced domain wall motion (CIDM)
has been investigated experimentally so far in detail in
permalloy (Py; NigyFe,3) nanowires characterized by
wide DWs (>100 nm) where the spin of a conduction
electron is expected to follow adiabatically the magnetiza-
tion direction as the electron passes across the DW [1,2]. A
key question that has been raised is whether the spin trans-
fer effect contains nonadiabatic contributions due to spin
relaxation or nonadiabatic transport [2—6]. It was predicted
[3,7] that from the efficiency of the spin transfer effect,
which is measured by probing the dependence of the DW
propagation magnetic field on the injected current, the
nonadiabaticity can be deduced. However, in Py nano-
wires, the complicated 2D spin structures of the DWs
prevent direct comparison to 1D models and a meaningful
comparison to full 2D micromagnetic simulations is only
possible if the exact spin structure during pulse injection is
known, which is generally not the case. In particular, the
wall deformations and transformations that have been ob-
served [8] can render the results impossible to interpret in
terms of the nonadiabaticity.

To obtain simple DW spin structures, out-of-plane mag-
netized materials with a strong uniaxial anisotropy can be
used where the simple Bloch or Néel DW spin structure is
more apt for an analysis using an analytical 1D model
including the nonadiabatic torque terms. In addition, a
larger nonadiabaticity is expected in these materials due
to the larger magnetization gradient for such narrow DWs
[2,4,9]. This larger nonadiabaticity may explain the high
efficiency of the current induced DW depinning reported

PACS numbers: 72.25.Ba, 75.60.Ch, 75.75.+a

recently in such materials [10,11]. However, another major
obstacle for the determination of the nonadiabaticity from
the dependence of the DW depinning magnetic field on
current is that Joule heating strongly affects the thermally
activated DW depinning. For experiments carried out at a
constant cryostat temperature, it is thus hard to extract
directly the contribution from the spin transfer torque.

In this Letter we probe CIDM in out-of-plane magne-
tized (Pt/Co);/Pt multilayer structures with narrow and
simple DWs to deduce the efficiency of the spin transfer
torque effect in this material. We find that for conventional
measurements, thermal activation effects conceal the real
spin torque efficiency and to unambiguously discriminate
between spin torque and heating effects, we employ a
special measurement scheme, where the sample tempera-
ture is kept constant during pulse injection. These mea-
surements yield the real spin torque efficiency and in a
detailed analysis we investigate the underlying physical
mechanisms for the nonadiabatic spin torque deduced from
our measurements.

The Pt(2 nm)/[Co(0.6 nm)/Pt(1.4 nm)],/Co(0.6 nm)/
Pt(2 nm) thin film grown on a Si/Si0,(220 nm) substrate
by sputtering is out-of-plane magnetized as confirmed by
polar magneto-optical Kerr effect measurements [see
Fig. 1(a)]. SQUID magnetometry reveals a saturation mag-
netization of the film M, = 1.4 X 10° A/m at 300 K.
530 nm wide wires [Fig. 1(b)] along which three 530 X
530 nm? Hall crosses were fabricated by e-beam lithogra-
phy and lift-off [Fig. 1(b), inset]. A 200 nm AIN insulat-
ing capping layer with high thermal conductivity was
then deposited by sputtering. The position of the DW is
detected with high sensitivity in a Hall cross [Fig. 1(b),
contacts V~V*] by the extraordinary Hall effect (EHE).
The Hall voltage is measured using a standard lock-in
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FIG. 1 (color online). (a) Polar Kerr rotation angle as a func
tion of the magnetic field applied perpendicular to the film plane
of the unpatterned Pt/(Co/Pt); film at room temperature.
(b) SEM image of the structure; inset: SEM image of the Hall
cross connected to the gold electrodes. (c) Hall resistance vs the
perpendicular applied magnetic field at T, = 180 K; the black
curve (full squares) corresponds to a full hysteresis cycle, the red
curve (down triangles) was measured while preparing the mag
netic state to plateau A. For the blue curve (up triangles), current
pulses of 2.5 mA were injected before measuring the Hall
resistance. Hye, is indicated for the black curve.

technique with a small ac current (2 nA) [Fig. 1(b), con-
tacts I 17].

The effective easy-axis magnetic anisotropy K. =
K,-moM?/2 was estimated by measuring the dependence
of the EHE signal on an hard-axis in-plane applied field.
We deduce K. = 2.7 X 10° J/m? at 300 K, in line with
other reports [12]. Using full 2D micromagnetic simula-
tions [13] (mesh size was 2 X 2 nm?) and assuming an
exchange constant A = 1.6 X 10! J/m [14], we estimate

a DW width A = 774/A/K, =~ 20 nm (or using the defini-

tion y/A/K, = 6.3 nm) with K, the effective out-of-plane
anisotropy in the wire. Fig. 1(c) (black line) shows an EHE
hysteresis cycle for a magnetic field applied perpendicu-
larly to the layer plane. The reversal in steps indicates that
the switching occurs through the propagation of a DW
successively pinned at different positions inside the cross.
The position of the steps varies from one Hall cross to
another, which indicates that these steps mainly originate
from pinning sites due to natural defects in the film or edge
irregularities.

To study the effect of current pulses on the DW depin-
ning, we first pin a DW at a pinning center localized at the
entrance of the Hall cross corresponding to the plateau
labeled A in Fig. 1(c) by using the magnetic field sequence
associated with the red Ry, (H) curve. It should be stressed

that this plateau in the EHE can be reproducibly attained
over a large temperature range between 4.4 K and room
temperature. Starting from zero field, we then increase the
magnetic field in steps of 2 Oe. After each step, a current
pulse (Iength 50 us) is injected into the wire [(contacts 1,
I"), Fig. 1(b)] with a large rise time (18 us). Finally, the
Hall resistance is measured.

We present in Fig. I(c) (blue curve) the resulting
Ryan(H) curve for I = —2.5 mA. The injection of the
current pulses here leads to a decrease of the depinning
field Hyep, for which a jump from the plateau A in the
Ry (H) curve is observed. In Fig. 2(a) we plot Hge,(|1])
for a cryostat temperature of 130 and 250 K for positive
and negative currents. For both temperatures, Hy, is first
approximately constant with |I| for a low current; for a
higher current, H., decreases rapidly with |I| whatever the
current polarity although it is higher for positive than for
negative currents. As usual, we define the efficiency € as
the slope |woAHep/AJ| that describes the equivalent ef-
fective field felt by the DW due to the presence of current
[10,11]. For a current distribution approximately uniform
across the magnetic film, 1 mA corresponds to a current
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FIG. 2 (color online). (a) (b) Hye, as a function of |1| for (a) a
constant cryostat temperature of T, = 130 K (squares) and
Teryo = 250 K (circles) and (b) a constant sample temperature of
Tgample = 250 K (up triangles) and Tgyppe = 300 K (down tri
angles). Each point corresponds to the mean value of Hy, aver
aged over 10 measurements or more and the error bars show the
standard deviation. In (b), the black lines are a linear fit of the
data. Inset in (a): dependence of the resistance and of the sample
temperature rise AT with the current for Ty, = 130 K.
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density J = 2.2 X 10" A/m?. This leads to ecop =
9.7 X 107" Tm?/A at 130 K and €co/pt = 3.9 X
10~ Tm?/A at 250 K for negative current, about 1 order
of magnitude higher than the one deduced by a similar
method in permalloy nanowires [15] (epy =5 X
10715 Tm?/A).

Figure 2(a) suggests that two distinct effects are in-
volved in the DW depinning: a first effect that is indepen-
dent of the current polarity, likely to be due to Joule heating
and a second one that depends on the sign of the current. To
clarify this point and separate both contributions, we em-
ploy a special experimental scheme to carry out all the
following measurements at a constant temperature of the
sample. First, the sample temperature is determined by
using the four-point resistance of the wire during current
injection as a thermometer [16] with the same method as
described in Refs. [15]. As an example, the resistance and
corresponding temperature rise AT is shown in the inset of
Fig. 2(a) as a function of I for a cryostat temperature of
Tiryo = 130 K. The temperature increases approximately
quadratically with / and can reach values up to 200 K for
the maximum injected current. This information is then
used to adjust the injected current so that for each cryostat
temperature the sample temperature is constant.

We present in Fig. 2(b) Hgye,(I) for a constant sample
temperature Tgmpie = 250 K (up triangles) and Tgympe =
300 K (down triangles). We start with T, = 250 K,
where the behavior is very different from the one observed
for a constant cryostat temperature: Hg,,, decreases with |/
for a negative current (Hd’ep(l)) but not for a positive
current (H;rep(l)), where it shows only little change with
|7] and Hdt:p(l) > Hd’ep(l). Current thus makes the depin-
ning easier only for one current polarity. The dependence
of Hye, On |7] for negative current as well as the different
behavior for both current polarities clearly demonstrate
that this effect is not due to Joule heating. A real efficiency
€ =~ 25X 107 Tm?/A results, that is smaller than the
one that can be deduced for a constant cryostat temperature
at 250 K. If we compare this value to the one deduced from
the Tryo = 130 K Hge,(|1]) curve for I = 2.25 mA corre-
sponding to Tgympie = 250 K, we see that the Joule heating
contributes to about 75% of the depinning efficiency mea-
sured with the conventional approach at a constant cryostat
temperature. Thus Joule heating plays here an important
role in the DW depinning and it is clear that measurements
at a constant cryostat temperature do not allow one to
determine the pure effect of the spin transfer torque. The
Hgep(I) curve at Toyppe = 300 K is qualitatively similar to
the one obtained at Tg,ppe = 250 K although the depen-
dence of Hgye, On |7] is much weaker for negative current
with € = 6.0 X 10~ Tm?/A.

Several mechanisms may lead to the current polarity
dependent variation of the depinning field for the constant
sample temperature experiment. First, we consider the DW
drag [18,19] creating a perpendicular magnetic field B, x

tan(6,)J, with 8, the Hall angle. Using the expression of
B proposed by Viret et al. [19], and tanf,, = 0.025 mea-
sured experimentally, we obtain an efficiency € = B,/J =
2.3 X 107! Tm?/A, i.e., at least 1 order of magnitude
smaller than the one we measure at Tgppe equal to
250 K or 300 K. Therefore this effect cannot explain our
observation. Second, the Oersted field generated by the
current might a play a role, but the resultant force on the
DW is zero, and so this effect should be negligible.
Furthermore, the Oersted field should be the same for
Tample €qual to 250 K or 300 K and therefore it cannot
explain the decrease of the efficiency for increasing Tgmpe-

Third, we consider the adiabatic spin transfer torque
proposed by Berger [1] and more recently by Tatara
et al. [2]. We note first that our experiments correspond
to the low pinning case discussed by Tatara et al. [2]
expected if Hy, < H;/a, with Hp;, pinning field, H, the
hard-axis anisotropy field and « the Gilbert damping.
Indeed, we estimate H, ~ 470 Oe from the Hg.,(T)
curves much smaller than H,/a = 5000 Oe with a ~
0.15 in our films [20,21] and uoH; = 0.075 T for our
530 nm wide wire deduced from hard-axis magnetometry
combined with 2D micromagnetic simulations [13]. In
addition, for our quasistatic 18 us pulse rise time, we do
not expect any subthreshold dynamical depinning [1,22].
Thus, depinning should only occur at the critical current
density J.. for steady motion associated with the “‘intrinsic
pinning” due to the DW demagnetizing energy [2]. In the
rigid DW approximation [3], J. = eM,uoH(A/(Ky +
K/2))'/2/(nP), with P the polarization of the current,
and K = oM H, /2. For P = 0.46 in Co, we obtain J,. =
2.1 X 10" A/m? much higher than the lowest current
density for which CIDM was observed (J =4 X
10'"" A/m?). Moreover, the strong decrease of Hge, with
|I| for negative current is not compatible with a purely
adiabatic spin torque. Indeed, J,. should not depend on H in
the adiabatic case at all for our quasistatic current pulse (as
also predicted by numerical simulations) since H does not
change the demagnetizing energy of the pinned DW, that
controls the current induced depinning under this assump-
tion [23]. We therefore conclude that the adiabatic spin
transfer torque cannot account for our experimental results.

Thus, what remains as a possible explanation are torque
terms beyond the adiabatic term: the torque due to the spin
relaxation in the wall described by the dimensionless pa-
rameter B5R [3,5] and the torque due to a higher order
nonadiabatic correction whose effect is equivalent to a
momentum transfer from the conduction electron to the
DW (parameter SN*) [2,6]. These torques exert a force on
the wall similar to the effect of an effective perpendicular
magnetic field B with B/J = € = BPhwr/(2eM A) with
B = B5R + BNA. Such a behavior is in qualitative agree-
ment with the linear variation of the depinning field with
current /.

From the efficiency derived in our experiment for nega-
tive current at constant sample temperature, we obtain
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B = 1.45 at 250 K and B = 0.35 at 300 K. For the spin
relaxation mechanism, several theoretical approaches [6]
predict B5R to be of the order of the damping parameter «,
which is about 0.15 in our films [20,21]. These
values are significantly lower than the S we deduced
experimentally [24]. So a possible remaining effect is the
momentum transfer mechanism. The parameter SN in the
ballistic limit is a function of the domain wall resistance [2]
Rpw with BNA = e?nARpwA/Phar = e*nppwA?/Phar
with n the electron density, A the lateral cross section of
the wire, ppw = RpwA/A the DW resistivity. For n =
5.6 X 10?® m~3 in Co [25], a DW resistivity ppw = 3.9 X
1071 O m can be derived from the Ty =250 K B
value (ppw = 0.9 X 1071 QO m for Tyyppe = 300 K) that
agrees with the DW resistivity measured by Aziz et al. [26]
in similar Pt(3.5 nm)/Co(0.6 nm)/Pt(1.6 nm) structures at
room temperature (ppw = 2.3 X 1071 Q m). The mo-
mentum transfer is thus a possible mechanism to explain
our experimental results. We note, however, that momen-
tum transfer due to nonadiabaticity is predicted [4,6,27] to
be small for our DWs with widths that are large compared
to the Fermi wavelength and larger than the Larmor pre-
cession length [4,6] or the mean free path [27] and this
calls for further theoretical works [28].

It should also be noted that the nonadiabatic spin torque
effect term predicts a symmetric behavior with the current
polarity; i.e., the decrease in the depinning field for a
negative current should be equal to the increase for a
positive current. We see in Fig. 2(b) that we do not observe
a completely symmetric behavior. In particular, the distri-
bution of the depinning field, marked by the error bars in
Fig. 2(b) is always smaller for negative currents, where
current helps to depin the DW, than for positive currents
and this behavior is observed consistently but is presently
not well understood. Furthermore only a clear decrease of
Hp is observed for negative current. This suggests that an
additional effect is involved in the current induced depin-
ning process that seems to help the DW depinning what-
ever the current polarity.

Finally, the models invoked so far do not explain the
strong decrease of the efficiency observed as the sample
temperature increase from 250 to 300 K since we expect
little variation of A, M, ppw [30] or spin relaxation rate in
this small temperature range. For Py, Laufenberg et al. [15]
observed a corresponding increase of the zero field critical
current with sample temperature. This can be attributed to
the onset of thermally activated spin waves that effectively
carry away angular momentum [31], which may explain
the observed reduction of the efficiency with increasing
temperature in our case.

In conclusion, we have used a special measurement
scheme to investigate spin transfer in high anisotropy
out-of-plane magnetized (Pt/Co) multilayer elements
with narrow domain walls. We determine the real effi-
ciency of the spin transfer torque effect from measure-
ments of the depinning field as a function of the current

pulse amplitude at a constant sample temperature. This has
not been possible previously using conventional measure-
ments at a constant cryostat temperature where, as we
directly demonstrate, thermal activation effects dominate.
From the real efficiency, the nonadiabaticity of the spin
transfer is determined in this material and we find that our
observations are consistent with a momentum transfer
mechanism.

The authors thank G. Tatara and M. Stiles for useful
discussions and acknowledge support by the Samsung
Advanced Institute of Technology, the DFG (SFB513
and SFB767) and the EU (ERC-2007-StG208162 and
SPINSWITCH MRTN-CT-2006-035327).

*Mathias.Klaeui @uni konstanz.de
Also at  Zukunftskolleg, Universitit Konstanz,
Universititsstrasse 10, 78457 Konstanz, Germany.
[1] L. Berger, J. Appl. Phys. 49, 2156 (1978); L. Berger,
J. Appl. Phys. 71, 2721 (1992).

[2] G. Tatara et al., Phys. Rev. Lett. 92, 086601 (2004).

[3] A. Thiaville et al., Europhys. Lett. 69, 990 (2005).

[4] J. Xiao et al., Phys. Rev. B 73, 054428 (2006).

[5] S. Zhang et al., Phys. Rev. Lett. 93, 127204 (2004).

[6] G. Tatara et al., J. Phys. Soc. Jpn. 77, 031003 (2008).

[7]1 J. He et al., J. Appl. Phys. 98, 016108 (2005).

[8] M. Kldui et al, Phys. Rev. Lett. 95, 026601 (2005);

L. Heyne, Phys. Rev. Lett. 100, 066603 (2008).

[9] A. Vanhaverbeke et al., Phys. Rev. B 75, 024411 (2007).
[10] D. Ravelosona et al., Phys. Rev. Lett. 95, 117203 (2005).
[11] M. Feigenson et al., Phys. Rev. Lett. 98, 247204 (2007).
[12] S. van Dijken et al., J. Appl. Phys. 97, 063907 (2005).
[13] M. Donahue et al., OOMMEF User’s Guide, V 1.1b (2004).
[14] P.J. Metaxas et al., Phys. Rev. Lett. 99, 217208 (2007).
[15] M. Laufenberg et al., Phys. Rev. Lett. 97, 046602 (2006).
[16] Since the thermalization takes place on a much shorter

time scale than the rise and fall time of our pulse [17], the
sample is in thermal quasiequilibrium and thus this
method yields the real temperature of the sample.

[17] C.Y. You et al., Appl. Phys. Lett. 91, 022507 (2007).

[18] D. Partin et al., J. Appl. Phys. 45, 1852 (1974).

[19] M. Viret et al., Phys. Rev. B 72, 140403 (2005).

[20] G. Malinowski et al. (to be published).

[21] A. Barman et al., J. Appl. Phys. 101, 09D102 (2007).

[22] L. Thomas et al., Nature (London) 443, 197 (2006).

[23] G. Tatara et al., J. Phys. Soc. Jpn. 75, 064708 (2006).

[24] We note however that @ may be higher for narrow DWs
and in the presence of spin current [14,32].

[25] L. Berger, Phys. Rev. B 75, 174401 (2007).

[26] A. Aziz et al., Phys. Rev. Lett. 97, 206602 (2006).

[27] G. Tatara et al., Phys. Rep. 468, 213 (2008).

[28] Other mechanisms may play a role such as momentum
transfer associated with the strong spin orbit coupling in
Pt/Co that may arise even in a full adiabatic limit [29].

[29] A.K. Nguyen et al., Phys. Rev. Lett. 98, 146602 (2007).

[30] C.H. Marrows et al., Phys. Rev. Lett. 92, 097206 (2004).

[31] J. Fernandez Rossier et al., Phys. Rev. B 69, 174412
(2004); J. Ohe et al., Phys. Rev. Lett. 96, 027204 (2006).

[32] J. Foros et al., Phys. Rev. B78, 140402 (2008).

216601-4



	Text3: First publ. in: Physical Review Letters 101 (2008), 216601
	Text4: Konstanzer Online-Publikations-System (KOPS)
URN: http://nbn-resolving.de/urn:nbn:de:bsz:352-opus-74302
URL: http://kops.ub.uni-konstanz.de/volltexte/2009/7430


